Teletype Corporation 
P.D. No. 106 
Change 11 


Dated October 1, 1969 


Price Each Set $775.00 _ Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TC Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (maximum 
roll diameter 5"’) 


Data communications type wheel arrange- 
ment with associated four-row keyboard 
layout (American Standard Code for In- 
formation Interchange) 


115 V AC 60 cycle synchronous motor unit 
Gears for 100 wpm operation (110.0 Bauds) 
Adjusted for 72 character line 

Horizontal spacing 10 character per inch 
Vertical spacing 3 or 6 lines per inch 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring (strap- 
ping) 


Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 


Answer-back mechanism (21 character) 
actuated by the “here-is"’ key 


Answer-back drum to be coded by the 
customer 


Function box "on-line" operation of line 
feed, carriage return, and bell 

Space suppression at end-of-line 

Control key (functions) 

Shift key (locks out keys without shift case) 

Break key and "'Here-is"” key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and iceal} 

Wiring provisions for optional fuik duplex 
operation 


Sheet metal stand with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape™ mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by the 
distributor 


Power pack assembly 
Parallel wire output to distrinuter 


Operating sequence; reads tape and feeds 


Capable of reading fully perforated tape 


Teletype Corporation 
P.D. No. 106 (Continued) 
Change 11 

Dated October 1, 1969 


Tape Punch Features 


Four operating buttons, "OFF", "ON", 
“"BACKSPACE", and "RELEASE" 


1" Core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


"V" shaped tape tearoff 
Operating sequence; feed and punch 


Removable chad box (Designed for attaching 
to stand) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 

Fewer options possible compared to Model 
35 Heavy-Duty Equipment 

Actual and schematic wiring diagrams 
packaged with set 

Set shipped completely assembled less stand 
and chad box 

For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 

The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 


second) for operation at 100 wpm. If for 
use on Dataphone Service with "'Bell'’ Data 
Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No. 198420, at $89.90 net each plus 
Part No, 186145 Cord with Connector at 
$6.45 net each. 

One copy each of Bulletins 310B Vol. 1, 
310B Vol. 2, and 1184B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2"' 
Height 8-3/8" 
Weight 44 lbs. 
Stand: Supports Teletypewriter 
Width 17-3/4"' 
Depth (at Top) 8" ay 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 Ibs. 


"Even" vertical parity version of this set is 
shown on P.D. No. 106B (Model 33TZ) 


P.D. No. 106 (Continued) 


Teletype Corporation 
P.D, No. 106A 
Change 11 


Dated October 1, 1969 


Price Each Set $ 775.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TU Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (maximum 
roll diameter 5’) 

Data communications type wheel arrange- 
ment (numeric §%) with associated four- 
row keyboard layout (American Standard 
Code for Information Interchange) 

115 V AC 60 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 character per inch 

Vertical spacing 3 or 6 lines per inch 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring (strap- 


ping) 
Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 

Answer-back mechanism (21 character) 
actuated by the “here-is" key 

Answer-back drum to be coded by the 


customer 


Function box "on-line" operation of line 
feed, carriage return, and bell 


Space suppression at end-of-line 

Controi key (functions) 

Shift key (locks out keys without shift case) 
Break key and "Here-is" key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and iocal) 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape'' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack assembly 
Parallel wire output to distributor 


Operating sequence; reads tape and feeds 


Capable of reading fully perforated tape 


P.D, No, i864 


Teletype Corporation 
P.D. No, 106A (Continued) 
Change 11 

Dated October 1, 1969 


Tape Punch Features 


Four operating buttons, "OFF", "ON", 
"BACKSPACE", and "RELEASE" 


1" Core for tape supply 


Fully perforated 8-level code hoies and 
feed hole 


"Vv" shaped tape tearoff 
Operating sequence; feed and punch 


Removable chad box (Designed for attach- 
ing to stand) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. If for 


use on Dataphone Service with ''Bell'' Data 


Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No. 198420, at $89.90 net each plus 
Part No. 186145 cord with connector at 
$6.45 net each. 


One copy each of Bulletins 310B Vol. 1, 


310B Vol, 2, and 1184B furnished with 
each set. 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs. 


Stand: Supports Teletypewriter 


Width 17-3/4" 
Depth (at Top) 8" 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 Ibs. 


P,D. No. 106A (Continued) 


Teletype Corporation 
P.D. No, 106B 
Change 11 


Dated October 1, 1969 


Price Each Set $ 787.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TZ Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of han- 
dling one or two ply paper (maximum roll 
diameter 5") 

Data communications type wheel arrange- 
ment with associated four-row keyboard 
layout (American Standard Code for In- 
formation Interchange) 

115 V AC 60 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 


Adjusted for 72 character line 


Horizontal spacing 10 character per inch 

Vertical spacing 3 or 6 lines per inch 

Selector magnet driver can accept .020 or 
.060 amperes with proper wiring (strap- 
ping) 

Generates "Even" vertical parity 


Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 

Answer-back mechanism (21 character) 
actuated by the "here-is" key 

Answer-back drum to be coded by the 


customer 


Function box "on-line" operation of line 
feed, carriage return, and bell 


Space suppression at end-of-line 

Control key (functions) 

Shift key (locks out keys without shift case) 
Break key and "Here-is" kev 

Power supply transformer 

Convenience outlet 

3-way Switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Sheet metal std¢nd with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape" mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack assembly 
Parallel wire output to distributor 


Operating sequence; reads tape and feeds 


Capable of reading fully perforated tape 


P.D, No, 106B 


Teletype Corporation 
P.D. No. 106B (Continued) 


Change 11 
Dated October 1, 1969 


Tape Punch Features 
Four operating buttons, "OFF", "ON", 
"BACKSPACE", and "RELEASE" 


1" Core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


"Vv" shaped tape tearoff 
Operating sequence; feed and punch 


Removable chad box (Designed for attach- 
ing to stand) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 


second) for operation at 100 wpm. If for 
use on Dataphone Service with "Bell" Data 
Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No, 198420, at $89.90 net each plus 
Part No, 186145 Cord with Connector at 
$6.45 net each, 


One copy each of Bulletins 310B Vol. 1, 


310B Vol. 2, and 1184B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs, 


Stand: Supports Teletypewriter 


Width 17-3/4" 
Depth (at Top) 8" 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs, 


Non-parity version of this set is shown 
on P.D. No, 106 (Model 33TC) 


P.D. No. 106B (Continued) 


Teletype Corporation 
P.D. No, 106C 
Change 11 

Dated October 1, 1969 


Price Each Set $ 920.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TY Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" sprocket feed platen with 11" form 
out and associated reader control 


Data communications type wheel arrange- 
ment with associated four-row keyboard 
layout (American Standard Code for 
Information Interchange) 

115 V AC 60 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 3 or 6 lines per inch 

Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 

Generates "even" vertical parity 


Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 


Answer-back mechanism (21 character) 
actuated by either the 'here-is'" key or 
receipt of external pulse 


Answer-back drum to be coded by the 
customer 


Function box "on-line" operation of line 
feed, carriage return, bell and WRU 


Contacts for low paper alarm 

Space suppression at end-of-line 

Control key (functions) 

Shift key (locks out keys without shift case) 
Break key and ''Here-is" key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape" mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Automatic control contacts for start on 
"X-ON" code, stop on 'X-OFF" code 


Power pack assembly with automatic con- 
trol relay 


Parallel wire output to distributor 


Operating sequence reads tape and feeds 


Capable of reading fully perforated tape 


P.D. No. 106C 


Teletype Corporation 
P.D. No. 106C (Continued) 


Change 11 


Dated October 1, 1969 


Tape Punch Features 


Four operating buttons, ''UNLOCK", LOCK 
"ON", '"BACKSPACE", and "RELEASE". 
(When the lock ''on' button is depressed, 
the tape punch is locked into the "'on" 
mode and cannot be turned off. When the 
"unlock" button is depressed, the tape 
punch will not turn off but will be able to 
accept an "off" signal and turn off 
automatically.) 


1’ Core of tape suppiy 


Fully perforated 8-level code holes and 
feed holes 


"V"' shaped tape tearoff 
Operating sequence; feed and punch 


Removable chad box (Designed for attach- 
ing to stand) 


Automatic control contacts for start on 
"Tape Aux. On" code, stop of ''Tape Aux. 
Off'' code and low paper alarm 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 

Fewer options possible compared to Model 
35 Heavy-Duty Equipment 

Actual and schematic wiring diagrams 
packaged with set 

Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 

The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) of operation at 100 wpm. Asan 
option, order separately Paper Supply 
Box and Form Accumulating Shelf, Part 
No. 183859 at $26.80 net each. If for use 
on Dataphone Service with ''Bell'' Data 
Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No, 198420, at $89.90 net each plus 
Part No, 186145 Cord with Connector at 
$6.45 net each, 

One copy each of Bulletins 310B Vol. 1, 
310B Vol, 2, and 1184B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs. 


Stand: Supports Teletypewriter 


| Width 17-3/4" 

| Depth 8" 
Depth (at Bottom) 6-1/2" 
Height 22-1/2" 
Weight 12 lbs. 


P.D. No. 106C (Continued) 


Teletype Corporation 
P.D. No. 106D 
Change 11 


Dated October 1, 1969 


Price Each Set $788.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TAC Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (maximum 
roll diameter 5") 

Data communications type wheel arrange- 
ment with associated four-row keyboard 
layout (American Standard Code for 
Information Interchange) 

115 V AC 50 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 3 or 6 lines per inch 

Selector magnet driver can accept .020 or 


.060 amperes with proper wiring 
(strapping) 


Two-tone cover: Ivory and Greige 
Standard Teletype nameplate 


Generates "even" vertical parity 


Copyholder 
Answer-back mechanism (21 character) 
actuated by the "here-is" key 


Answer -back drum to be coded by the 
customer 


Function box ''on-line'' operation of line 
feed, carriage return, and bell 


Space suppression at end-of-line 

Control key (functions) 

Shift key (locks out keys without shift case) 
Break key and "'Here-is" key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape"' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack assembly 


Parallel wire output to distributor 
Operating sequence; reads tape and feeds 


Capable of reading fully perforated tape 


P.D. No. 196D 


Teletype Corporation 
P.D. No. 106D (Continued) 
Change 11 

Dated October 1, 1969 


Tape Punch Features 


Four operating buttons, "OFF", "ON", 
"BACKSPACE", and ''RELEASE"” 


1" Core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


"Vv" shaped tape tearoff 
Operating sequence; feed and punch 


Removable chad box (Designed for 
attaching to stand) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 


second) for operation at 100 wpm. If for 
use on Dataphone Service with ''Bell'" 
Data Subset or its equivalent, we can 
furnish the necessary interface coupler 
under Part No, 198420, at $89.90 net each 
plus Part No. 186145 Cord with Connector 
at $6.45 net each. 


One copy each of Bulletins 310B Vol. 1, ~ 
310B Vol, 2, and 1184B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs. 
Stand: Supports Teletypewriter 
Width 17-3/4" 
Depth (at Top) 8" = 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs. 


Optional Equipment Set 


1. Model 33TAJ at $768.00 net each = 
same as Model 33TAC except without 
stand and chad box. 


P.D. No. 106D (Continued) 


Teletype Corporation 
P.D. No. 106E 
Change 11 


Dated October 1, 1969 


Price Each Set $922.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TBM Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" sprocket feed platen with 11" form 
out and associated reader control 


Data communications type wheel arrange- 
ment with associated four-row keyboard 
layout (American Standard Code for 
Information Interchange) 

115 V AC 50 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 3 or 6 lines per inch 

Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 

Generates "even" vertical parity 


Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 


Answer-back mechanism (21 character) 
actuated by either the "here-is" key or 
receipt of external pulse 


Answer-back drum to be coded by the 
customer 


Contacts for low paper alarm 


Function box "on-line" operation of line 
feed, carriage return, bell and WRU 


Space suppression at end-of-line 

Control key (functions) 

Shift key (locks out keys without shift case) 
Break key and ''Here-is"' key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape'' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Automatic control contacts for start on 
"X-ON" code, stop on "X-OFF" code 


Power pack assembly with automatic con- 
trol relay 


Parallel wire output to distributor 


Operating sequence reads tape and feeds 


Capable of reading fully perforated tape 


P.D. No. 106E 


Teletype Corporation 
P.D. No, 106E (Continued) 
Change 11 


Dated October 1, 1969 


Tape Punch Features 


Four manual operating buttons, "ON", 
"OFF", ''BACKSPACE", and RELEASE" 
Will turn "ON" or "OFF" automatically 
from prescribed signals received by the 
printer. 


1" Core of tape supply 


Fully perforated 8-level code holes and 
feed holes 


"Vv" shaped tape tearoff 
Operating sequence; feed and punch 


Removable chad box (Designed for attach- 
ing to stand) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. As an 
option, order separately Paper Supply 
Box and Form Accumulating Shelf, Part 
No. 183859 at $26.80 net each. If for use 
on Dataphone Service with ''Bell'' Data 
Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No, 198420, at $89.90 net each plus 
Part No, 186145 Cord with Connector at 
$6.45 net each. 


One copy each of Bulletins 310B Vol, 1, 
310B Vol, 2, and 1184B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 23" 
Depth ta~ if?" 
Height 8-3/8" 
Weight 44 lbs. 


Stand: Supports Teletypewriter 


Width 17-3/4" 
Depth 8" 
Depth (at Bottom) 6-1/2" 
Height 22-1/2" 
Weight 12 lbs. 


P.D. No. 106E (Continued) 


Teletype Corporation 
P.D. No. 106F 
Change 11 


Dated October 1, 1969 < 


Price Each Set $ 825.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TBE Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 


Kight-levei, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of han- 
dling one or two ply paper (maximum roll 
diameter 5"') 


Data communications type wheel arrange- 
ment with associated four-row keyboard 
layout (American Standard Code for In- 
formation Interchange) 


115 V AC 60 cycle synchronous motor unit 
Gears for 100 wpm operation (110.0 Bauds) 
Automatic CR and LF at end of line 
Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 lines per inch 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring (strap- 
ping) 

"Even" vertical parity is strapped out 
(disabled) - Capable of being reactivated 
in the field 


Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 


Answer-back mechanism (21 character) 
actuated by the "here-is" key or receipt 
of external pulse 


Contacts for low paper alarm 


Answer-back drum to be coded by the 
customer 


Function box ''on-line"’ operation of line 
feed, carriage return, and bell 

Control key (functions) 

Shift key (locks out keys without shift case) 

Break key and "here-is" key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape" mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Automatic control contacts for start on 
"X-On" code, stop on "'X-Off'' code 


Power pack assembly with automatic con- 
trol relay 


Parallel wire output to distributor 
Operating sequence; reads tape and feeds 


Capable of reading fully perforated tape 


P.D. No, 106F 


Teletype Corporation 
P.D. No. 106F (Continued) 
Change 11 

Dated October 1, 1969 


Tape Punch Features 


Four operating buttons, "OFF", "ON", 
"BACKSPACE", and "RELEASE" 


1" Core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


"V" shaped tape tearoff 


Operating sequence; feed and punch 


Removable chad box (Designed for attach- 
ing to stand) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended, 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. If for 


use on Dataphone Service with ''Bell" 
Data Subset or its equivalent, we can fur- 
nish the necessary interface coupler 
under Part No, 198420, at $89.90 net each 
plus Part No, 186145 Cord with Connector 
at $6.45 net each. 


One copy each of Bulletins 310B Vol, 1, 


310B Vol. 2, and 1184B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs. 


Stand: Supports Teletypewriter 


Width 17-3/4" 
Depth (at Top) 8" 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs, 


Optional Equipment Set 


1. Teletype Corporation Model 33TBF Set 
identical to above set but without stand 
and chad box ($805.00 net each). 

2. Teletype Corporation Model 33TCN Set 
identical to Model 33TBF except with 
alpha ¥ ($805.00 net each). 


P.D. No. 106F (Continued) 


Teletype Corporation 
P.D. No. 106G 
Change 11 

Dated October 1, 1969 


Price Each Set $920.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TDS Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Fight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" sprocket feed platen with 11" form 
out and associated reader control 


Data communications type wheel arrange- 
ment (alpha %) with associated four-row 
keyboard layout (American Standard Code 
for Information Interchange) 

115 V AC 60 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 3 or 6 lines per inch 

Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 

Generates "even" vertical parity 


Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 


Answer-back mechanism (21 character) 
actuated by either the "here-is" key or 
receipt of external pulse 


Answer-back drum to be coded by the 
customer 


Contacts for low paper alarm 


Function box "on-line" operation of line 
feed, carriage return, bell and WRU 


Space suppression at end-of-line 

Control key (functions) 

Shift key (locks out keys without shift case) 
Break key and "'Here-is" key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color funish 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape"’ mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Automatic control contacts for start on 
"X-ON" code, stop on 'X-OFF" code 


Power pack assembly with automatic con- 
trol relay 


Parallel wire output to distributor 


Operating sequence reads tape and feeds 


Capable of reading fully perforated tape 


P.D. No. 106G 


Teletype Corporation 
P.D. No. 106G (Continued) 
Change 11 

Dated October 1, 1969 


Tape Punch Features For applications requiring a broader range 
le a of features, the Teletype Model 35 line of 
Four manual operating buttons, "ON," equipment is recommended, 
"OFF," "BACKSPACE," and "RELEASE," 
Will turn "ON" or "OFF" automatically The above equipment requires a channel 
from prescribed signals received by the capable of handling 110.0 Bauds (Bits per 
printer, second) for operaticn at 100 wpm. As an 
option, order separately Paper Supply 
1" Core of tape supply Box and Form Accumulating Shelf, Part 
No. 183859 at $26.80 net each. If for use 
Fully perforated 8-level code holes and on Dataphone Service with ''Bell" Data 
feed holes Subset or its equivalent, we can furnish 
the necessary interface coupler under 
"V" shaped tape tearoff Part No, 198420, at $89.90 net each plus 
Part No. 186145 Cord with Connector at 
Operating sequence; feed and punch $6.45 net each. 
Removable chad box (Designed for attach- One copy each of Bulletins 310B Vol. 1, 
ing to stand) 310B Vol. 2, and 1184B furnished with 
each set. 


- Dimensions 
General Information 
Complete set less stand: 


Interoperates with existing teletypewriters Width 22" 
having corresponding features Depth 18-1/2" 
Height 8-3/8" 
Fewer options possible compared to Model Weight 44 lbs, 


35 Heavy-Duty Equipment 
Stand: Supports Teletypewriter 


Actual and schematic wiring diagrams Width 17-3/4" 
packaged with set Depth 8" 
Depth (at Bottom) 6-1/2" 
Set shipped completely assembled less Height 22-1/2" 
stand and chad box Weight 12 lbs. 


P.D. No. 106G (Continued) 


Teletype Corporation 
P.D. No. 106H 
Change 11 


Dated October 1, 1969 
(Corrected) 


Price Each Set $ 792.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TDT Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Table Version) with these features: 


Set Features (Less Punch and Reader) 


Eight-level, 11.0 unit code (1.0 unit start 
and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of han- 
dling one or two ply paper (maximum roll 
diameter 5") 


Data communications type wheel arrange- 
ment (alpha 8) with associated four-row 
keyboard layout (American Standard Code 
for Information Interchange) 


115V AC 60 cycle synchronous motor unit 
Gears for 100 wpm operation (110.0 Bauds) 
Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 lines per inch 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring (strap- 


ping) 
Generates "Even" vertical parity 
Two-tone cover: Ivory and Greige 


Standard Teletype nameplate 


Copyholder 


Answer-back mechanism (21 character) 
actuated by the "here~is" key or receipt 
of external pulse 


Contacts for low paper alarm 


Answer-back drum to be coded by the 
customer 


Function box ''on-line' operation of line 
feed, carriage return, and bell 


Control key (functions) 


Shift key (locks out keys without shift case) 
Break key and "here-is" key 

Power supply transformer 

Convenience outlet 

3-way switch (off, on-line and local) 


Wiring provisions for optional full duplex 
operation 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape'' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Automatic contre! contacts for start on 
"X-On" code, stop on "X-Off" code 


Power pack assembly with automatic con- 
trol relay 


Parallel wire output to distributor 
Operating sequence; reads tape and feeds 


Capable of reading fully perforated tape 


P.D, No. 106H 


Teletype Corporation 
P.D. No. 106H (Continued) 


Change 11 


Dated October 1, 1969 
(Corrected) 


Tape Punch Features 


Four operating buttons, "OFF," "ON," 
"BACKSPACE," and ''RELEASE" 


1" Core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


"V" shaped tape tearoff 
Operating sequence; feed and punch 
General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended, 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. If for 
use on Dataphone Service with "Bell" 
Data Subset or its equivalent, we can fur- 
nish the necessary interface coupler 
under Part No, 198420, at $89.90 net each 
plus Part No, 186145 Cord with Connector 
at $6.45 net each. 


One copy each of Bulletins 310B Vol. 1, 
310B Vol, 2, and 1184B furnished with 
each set 

Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs, 


P.D. No. 106H (Continued) 


Teletype Corporation 
P.D. No, 107 

Change 11 

Dated October 1, 1969 


Price Each Set $ 538.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TB Standard Duty Receive-Only Page Printer Set (Private 


Line Version) with these features: 
Eight-level code, 11.0 unit basis (1.0 unit 
start and 2.0 unit stop pulse) 


8-1/2" Friction feed platen capable of 
handling one or two ply paper (Maximum 
roll diameter 5'') 


Data communications type wheel arrange- 
ment (American Standard Code for 
Information Interchange) 


115 V AC 60 cycle synchronous motor 
unit with gears for 100 wpm (110.0 Bauds) 


Adjusted for 72 character line 
Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 lines per inch 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 


Two-tone cover: Ivory and greige 

Standard Teletype nameplate 

Answer-back mechanism (21 character) 

Answer back drum to be coded by the 
customer 


Function box "'on-line'' operation of line 
feed, carriage return, and bell 


Space suppression at end-of-line 
Power supply transformer 
Convenience outlet 

3-way switch (off, on-line and local) 


Sheet metal stand with greige color finish 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less stand 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. If for 
use on Dataphone Service with "Bell" Data 
Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No. 198420, at $89.90 net each plus 
Part No, 186145 Cord with Connector at 
$6.45 net each, 

One copy each of Bulletins 310B Vol 1, 
310B Vol. 2, and 1184B furnished with 
each set 


Dimensions 

Complete set less stand: 
Width 18-5/8" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 40 lbs. 

Stand: (Supports Teletypewriter) 
Width 17-3/4" 
Depth (at Top) 8" 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs. 


P. D. No. 107 


Teletype Corporation 
P.D. No, 107A 
Change 11 

Dated October 1, 1969 


Price Each Set $ 636.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TDN Standard Duty Receive-Only Page Printer Set (Private 


Line Version) with these features: 


Eight-level code, 11.0 unit basis (1.0 unit 
start and 2.0 unit stop pulse) 


8-1/2" Sprocket feed platen with 11" form 
out 


Data communications type wheel arrange- 
ment (American Standard Code for 
Information Interchange) 


115 V AC 60 cycle synchronous motor unit 
with gears for 100 wpm (110.0 Bauds) 


Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 3 or 6 lines per inch 

Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 

Two-tone cover: Ivory and greige 

Standard Teletype nameplate 


Answer-back mechanism (21 character) 


Answer back drum to be coded by the 
customer 


Function box ''on-line" operation of line 
feed, carriage return, and bell 


Space suppression at end-of-line 
Contacts for low paper alarm 


Power supply transformer 
Convenience outlet 
3-way switch (off, on-line and local) 


Sheet metal stand with greige color finish 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less stand 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm, As an 
option, order separately Paper Supply 
Box and Form Accumulating Shelf, Part 
No, 183859 at $26.80 net each. If for use 
on Dataphone Service with "Bell" Data 
Subset or its equivalent, we can furnish 
the necessary interface coupler under 
Part No. 198420, at $89.90 net each plus 
Part No, 186145 Cord with Connector at 
$6.45 net each. 


One copy each of Bulletins 310B Vol 1, 
310B Vol. 2, and 1184B furnished with 
each set 


Dimensions: 


Complete set less stand: 


Width 18-5/8" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 40 lbs. 

Stand: (Supports Teletypewriter) 
Width 17-3/4" 
Depth (at Top) | 8" 

Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs. 


P.D. No, 107A 


Teletype Corporation 
P.D. No. 108 


Change 11 
Dated October 1, 1969 


Price EachSet $ 530.00 


Equipment Features and Components 


Description 


Teletype Corporation Model 32D Standard Duty Send-Receive Page Printer Set 


(Private Line Version) with these features: 


Five-level code, 7.50 unit basis (1.5 unit 
stop pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (Maximum 
roll diameter 5'') 


Communications fraction type wheel 
arrangement with associated three row 
keyboard 


115 V AC 60 cycle synchronous motor unit 
with gears for 60 wpm (45.5 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 6 lines per inch 

Signal bell on upper case "S" 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 


Two-tone cover: Ivory and greige 

Standard Teletype nameplate 

Copyholder 

Answer- back mechanism (20 character) 
actuated by either the ''Here-is" key or 


receipt of upper case "'C" 


Answer-back drum to be coded by the 
customer 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
28 Heavy-Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand 


For applications requiring a broader 
range of features, the Teletype Model 28 
line of equipment is recommended. 

One copy each of Bulletins 309B Vol. 1, 


309B Vol. 2, and 1210B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 18-5/8" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 40 lbs. 


Stand: (Supports Teletypewriter) 


Width 17-3/4" 
Depth (at Top) 8" 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs. 


P.D. No. 108 


Teletype Corporation 
P.D. No, 109 
Change 11 


Dated October 1, 1969 


Price Each Set $ 706.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 32C Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 
Five-level, 7.50 unit code (1.5 unit stop 
pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (maximum 
roll diameter 5") 


Communications fractions type wheel ar- 
rangement with associated three row key- 
board 


115 V AC 60 cycle synchronous motor unit 
Gears for 60 wpm operation (45.5 Bauds) 
Adjusted for 72 character line 

Horizontal spacing 10 character per inch 
Vertical spacing 6 line per inch 

Signal bell on upper case '"'S" 


Selector magnet driver can accept .020 or 
.060 amperes with proper wiring (strap- 


ping) 
Two-tone cover: Ivory and Greige 
Standard Teletype nameplate 
Copyholder 


Answer-back mechanism (20 character) 
actuated by either the '"here-is" key or 
receipt of upper case ''C" 


Answer-back drum to be coded by the 
customer 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Removable chad box (designed for attaching 


to stand) 


Tape Reader Features 


3-way operating switch for start, stop and 
free position 


"End-of-Tape' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack assembly 
Parallel wire output to distributor 
Operating sequence; reads tape and feeds 


Capable of reading either fonty perforated 
or chadless tapes 


Tape Punch Features 


Four operating buttons, "OFF", "ON", 
“"BACKSPACE", and ''TRELEASE" 


1" core for tape supply 


Fully perforated 5-level code holes and 
feed hole 


"Vv" shaped tape tearoff 


Operating sequence; feed and punch 


P.D. No. 109 


Teletype Corporation 
P.D. No. 109 (Continued) 
Change 11 

Dated October 1, 1969 


General Information: 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
28 Heavy-Duty Equipment 


Special function keys; ''Here-is and 
Repeat" 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 28 line of 
equipment is recommended. 


One copy each of Bulletins 309B Vo, 1, 
309B Vol. 2, and 1210B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 


Weight 44 lbs. 


Stand: (Supports Teletypewriter) 


Width 17-3/4" 
Depth (at Top) 8" 
Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 Ibs. 


P.D. No. 109 (Continued) 


Teletype Corporation 
P.D. No. 110 
Change 11 


Dated October 1, 1969 
(Corrected) 


Price Each Set $ 497.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 32B Standard Duty Receive-Only Page Printer Set (Private Line 


Version) with these features: 


Five-level code, 7.50 unit basis (1.5 unit 
stop pulse) 


8-1/2" friction feed platen capable of 


handling one or two ply paper (maximum 
roll diameter 5'') 


Communications fraction type wheel 
arrangement 


115 V AC 60 cycle synchronous motor unit 
with gears for 60 wpm (66 and 100 wpm 
gears available) 

Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 

Vertical spacing 6 lines per inch 

Signal bell on upper case ''S" 

Selector magnet driver can accept .020 or 
.060 amperes with proper wiring 
(strapping) 


Two-tone cover: Ivory and greige 


Standard Teletype nameplate 


Answer back mechanism (20 character) 
actuated on receipt of upper case ''C"' 


Answer back drum to be coded by the 
customer 


Sheet metal stand with greige color finish 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
28 Heavy Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand 


For applications requiring a broader range 
of features, the Teletype Model 28 line of 
equipment is recommended. 


One copy each of Bulletins 309B Vol. 1, 
309B Vol. 2, and 1210B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width 18-5/8"' 
Depth 18-1/2" 
Height 8-3/8" 
Weight 40 lbs. 


Stand: (Supports Teletypewriter) 


Width 17-3/4" 
Depth (at Top) 8" 

Depth (at Bottom) 6-1/2" 
Height 24-1/2" 


Weight 12 lbs. 


P.D. No. 110 


Teletype Corporation 
P.D. No. 111 

Change 11 

Dated October 1, 1969 


Price Each Set $ 2,709.90 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35 Heavy Duty Automatic-Send-Receive Page Printer Set 


(Private Line Version) with these features: 
Eight-level, 11.0 Unit code 
8-1/2" Width friction feed platen 


Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Non-Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord and (2) 500 MA selector 
magnet drivers 


Single contact tape reader for reading 
8-level, 1'' width fully perforated tape 
for on-line transmission fo the 11.0 
unit start-stop code and includes tight 
tape and tape-out contacts 

115 V AC 60 cycle synchronous motor unit 

Generates ''Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 


Vertical spacing 3 or 6 lines per inch 


Local and remote carriage return - line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 
Shift key (locks out keys without shift case) ’ 
Keyboard lock on ''Blank-Blank" 


Timing contact in signal generator to 
improve quality of signal 


Tape reader base, housing and motor 


Floor console cabinet for housing set com- 
ponents (includes margin indicator lamp, 
Signal bell, punch lamp, copy lamps, chad 
container) and having smooth vinyl light 
olive gray finish 


P.D. No. 111 


Teletype Corporation 
P.D. No, 111 (Continued) 


Change 11 


Dated October 1, 1969 


Components 
Price Each Net 
LP813TD/ATJ Vite UTA — ype ko Gk es ed ae we $ 771.00 
VCL319HF Assembled Sub-Components: ........... 1,938.90 
LAK806ATL/LRPE803 Keyboard-Non-Typing Reperforator .... 752,00 
LXD804 TApeeReAGer iecice Ge wee cee aie ow are eS 235.00 
LESU313 Eleetrical Service Assembly ........-. 240.00 
LAAC300HF Floor Console Cabinet ........+-+-- 351.00 
LMU3 Motor Umit is. ese ee ee a oS 50.00 
LCXB806HF Tape Reader Base and Motor.......-.-. 109,00 
163025 Set of Gears 100 wpm (LRPE) ........ 5.20 
161295 : Set of Gears 100 wpm (LP-LAK)....... 4,80 
192246 Chad. Chaite ‘ExtenSion ..a¢ . 24 seen eas 22 
164279 Chi CHG. ai hss oss eee es gauge. Been 
198242HF Panel $y CGE « ge sys os se eee esas. | SOL G 
199327HF Pee ctl cscs ee ee eee toes 22.20 
195787 Chad Chute Extension Retainer ....... 18 
181910HF WOOT OE 5. 2 gue ae w vis are wie ges ee eas 2.65 
198290 Faceplate Mounting Hardware ........ 1.45 
280B VOL. 1:- "Bulletin «4 6% i 6.6 @ 8S Glew are e = 
280B VOL<2 i= Bulletin .6.6scugeese eee bess ta 
295B Bullen. caf eeee se eee ee RHR KR werd -- 
1187B BUTTCEINE 0:5 cove Ses ne renee tins yer elise aleve a) ate -- 
Assembly Charge ..-e.eeccerecceces 121.00 


Note 1; The above equipment requires a channel capable of handling 110,0 Bauds (Bits per 
second) for operation at 100 wpm. If for use on Dataphone Service with "Bell'' Data 
Subset or its equivalent, we can furnish the necessary interface coupler under Part 
No, 312350, at $115.00 net each. 


Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 


per minute actual operating time. 
P. D. No. 111 (Continued) 


Teletype Corporation 
P.D. No. 111A 
Change 11 

Dated October 1, 1969 


Price Each Set $2,967.90 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35 Heavy Duty Automatic-Send-Receive Page Printer Set 


(Private Line Version) with these features: 


Eight-level, 11.0 Unit code 
8-1/2" Width friction feed platen 


Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord and (2) 500 MA selector 
magnet drivers 


Single contact tape reader for reading 
8-level, 1’ width fully perforated tape 
for on-line transmission of the 11.0 unit 


start-stop code and includes tight tape 
and tape-out contacts 


115 V AC 60 cycle synchronous motor unit 
Generates "Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 


Vertical spacing 3 or 6 lines per inch 


Local and remote carriage return - line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 
Shift key (locks out keys without shift case) 
Keyboard lock on "Blank- Blank" 


Timing contact in signal generator to 
improve quality of signal 


Tape reader base, housing and motor 


Floor console cabinet for housing set com- 
ponents (includes margin indicator lamp, 
signal bell, punch lamp, copy lamps, chad 
container) and having smooth viny] light 
olive gray finish 


P.D. No. 111A 


Teletype Corporation 
P.D. No. 111A (Continued) 
Change 11 

Dated October 1, 1969 


Components 
Price Each Net 

LP813TD/ATJ Dee ut coy eek boe ee eee ceeecae 2 ee 

VCL339HF Assembled Sub-Components: .......0.0. 2,196.90 
LAK806ATL/LPR805DRC Keyboard Typing Reperforator.......1,010.00 
LXD804 Tape - RGAQder 14.006 3 PEN eee eee» =SSOROD 
LESU313 Electrical Service Assembly ........ 240.00 
LAAC300HF Floor Console Cabinet ............ 391.00 
LMU3 Motor Uni: @ srs. sie we wR st oie es Bee ee oe 30.00 
LC XB806HF Tape Reader Base and Motor........ 109.00 
163025 Set of Gears 100 wpm (LRPE) ....... 5.20 
161295 Set of Gears 100 wom (LP-LAK) ..... 4.80 
192246 Chad Chute Extension. ......eee008 22 
164279 Chad Chute... .eccceccvvccsecee 3.90 
198242HF PERE! H/CABIE pus as ss oP aeEE es a 40.70 
199327HF Pastel 22 Bible so etic ee Ke Phe be Oe 22.20 
195787 Chad Chute Extension Retainer ...... 18 
181910HF Biarclep late. 3.6: series sce. pp cere: avec gee ae erie 2.65 
198290 Faceplate Mounting Hardware ....... 1.45 

280B VOL 1 - Bulletin viiwccaeaviacaeands = 

280B VOL 2 - Bulletin .... ccc ese ssccese 7h 

295B Bulletin’ 6c oye ve epee € eel whe qedwern, Fre ods ca 

1187B Bulletin’; :caskasseesindiakenens =F 


Assembly Charge .....eecccvevsece 121.00 


Note 1: The above equipment requires a channel capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. If for use on Dataphone Service with ''Bell" 
Data Subset or its equivalent, we can furnish the necessary interface coupler 
under Part No. 312350, at $115.00 each. 

Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 


per minute actual operating time. : ; 
P.D. No, 111A (Continued) 


Teletype Corporation 
P.D. No. 111B 
Change 11 

Dated October 1, 1969 


Price Each Set $ 2,777.60 Net 


Equipment-Features and Components 


Description 


Teletype Corporation Model 35AR Heavy Duty Automatic-Send-Receive Page Printer Set 


(Private Line Version) with these features: 

Eight-level, 11.0 Unit code 

8-1/2" Width friction feed platen 

Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Non-Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord, (2) 500 MA selector magnet 
drivers and Signal Regenerator 


Single contact tape reader for reading 
8-level, 1’ width fully perforated tape 
for on-line transmission of the 11.0 
unit start-stop code and includes tight 
tape and tape-out contacts 

115 V AC 60 cycle synchronous motor unit 

Generates ''Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 


Vertical spacing 3 or 6 lines per inch 


Local and remote carriage return - line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 
Shift key (locks out keys without shift case) 
Keyboard lock on "'Blank-Blank" 


Timing contact in signal generator to 
improve quality of signal 


Tape reader base, housing and motor 


Floor console cabinet for housing set com- 
ponents (includes margin indicator lamp, 
Signal bell, punch lamp, copy lamps, chad 
container) and having smooth vinyl light 
olive gray finish 


P.D, No, 111B 


Teletype Corporation 


P.D. No. 111B (Continued) 


Change 11 
Dated October 1, 1969 


LP813TD/ATJ 

VCL387HF 
LAK806ATL/LRPE803 
LXD804 
LESU338 
LAAC300HF 
LMU3 
LCXB806HF 
163025 
161295 
192246 
164279 
317361HF 
192138HF 
199327HF 
195787 
181910HF 
198290 

280B 

280B 

295B 


1187B 


Components 


Byping UME 2.6. bw eee ok Bese 


Assembled Sub-Components: ...... 


Keyboard-Non-Typing Reperforator 


Tape Reader swenecs ae ea 
Electrical Service Assembly . 
Floor Console Cabinet ..... 
Motor Unit .........+06. 
Tape Reader Base and Motor 


Set of Gears 100 wpm (LRPE) 


Set of Gears 100 wom (LP-LAK) 


Chad Chute Extension ..... 
ChadsChute: .ssssisiawss 
Panel w/eable .. wei .sau. 
Relay Rack sis ieecevees 
Patiel w/eable exrunaawne 
Chad Chute Extension Retainer 
Faceplater esis eae ew me ee 


Faceplate Mounting Hardware 


VOL 1 - Bulletin ........... 


VOL 2 - Bulletin .......... 
Bulletin: .. 2g i b..s Seb ae oh w 
BUT eCGIN: i osc wel: o oreo eee 


Assembly Charge ......... 


Price Each Net 

$ 771.00 

2,006.60 
752.00 
235.00 
280.00 
351.00 
50.00 
109.00 


5.20 


121.00 


Note 1: The above equipment requires a channel capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. If for use on Dataphone Service with ''Bell" 
Data Subset or its equivalent, we can furnish the necessary interface coupler 
under Part No. 312350, at $115.00 net each, 


Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 
per minute actual operating time. 


P.D, No. 111B (Continued) 


Teletype Corporation 
P.D. No. 111C 


Change 11 


Dated October 1, 1969 


Price Each Set $ 2,798.95 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35 Heavy Duty Automatic Send-Receive Page Printer Set - 
VSL332HF - (Private Line Version) with these features: 


Eight-level, 11.0 Unit code 
8-1/2" width friction feed platen 


Data communications type box and 4-row 
keytop arrangement (Proposed Revised 
1967 U.S.A. Standard Code for Infor- 
mation Interchange) 


115 V DC 20 MA Signal input required 


Non-Typing Reperforator with 1 inch width 
8-level fully perforated tape output and 
with quick disconnect capability 


Electrical service assembly with line 
local relay, auxiliary power supply, 
power cord, (2) 500 MA selector magnet 
drivers with break detectors and signal 
regenerator 


Single contact tape reader for reading 
8-level, 1'' width fully perforated tape 
for on-line transmission of the 11.0 
unit start-stop code and includes tight 
tape and tape-out contacts 

115 V AC 60 cycle synchronous motor unit 

Space suppression 


Generates ''Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 


Low paper contact 


Vertical spacing 3 or 6 lines per inch 


Local and remote carriage return - line 
feed 


Break-Break release lamp and switch 
(restores open line to normal operating 
condition) 

Contacts for Bell and EOT 


Tape Container 


Local reperforator backspace key and 
switch (manual or power driven) 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Margin indicator switch 

Control buttons (functions) 

Shift key (locks out keys without shift case) 
Repeat character mechanism 


Timing contact in signal regenerator to 
improve quality of signal 


Tape reader base, housing and motor 


Floor console cabinet for housing set com- 
ponents (includes margin indicator lamp, 
relay rack, signal bell, punch lamp, copy 
lamps, chad container) and having smooth 
vinyl light olive gray finish 


P.D. No. 111C 


Teletype Corporation 
P.D. No, 111C (Continued) 
Change 11 


Dated October 1, 1969 


Components 


eeceee x © @ 


LP831DC/AUP Typing Unit ....... Url weataecen Atonenr ie F 
LRPE807 Non-Typing Reperforator ... 
VCL398HF Assembled Sub-Components: .......-2-+-e+.. Seer 
LAK816AVJ Keyboard Base ..... tae ose ee Rene, . 
LXD804 Tape REAGEr .. de scs SHS eek EGS j 
LESU340 Electrical Service Assembly 
LAAC305HF Floor Console Cabinet .........2e0 eee ; 
LMU3 Motor Unit’. .cupgv es seas . 
LCXB806HF Tape Reader Base and Motor 
163025 Set of Gears 100 wpm (LRPE) ieee 
161295 Set of Gears 100 wpm (LP-LAK) Ae 
317361HF Panel with Cable ........ 
319190HF Power Panel Assembly ........ 
321765HF | tz oie) Fe d= eee ee F oe 
320492 Mounting Parts (Chad Disposal) .. 
320489 Modification Kit (Break-Break Release) ....... 
198290 Faceplate Mounting Hardware .. 
280B Volume 1 - Bulletin....... rarer 
280B Volume 2 - Bulletin.......... 
295B Bulletin: ssc 2 ays sve ee es oe Reecer ars 
1187B Bulletin’ 5 -onere euiess. 6 sie peep © ng : 
1188B Bulletin: 2. cece sos Gig, eters 3 : 


Assembly Charge .........6. 


P.D. No. 


Price Each Net 
$ 772.00 
308.00 


1,718.95 


109.00 
5.20 
4.80 

42.30 
8.80 
3.75 


7.55 


121.00 


111C (Continued) 


Teletype Corporation 


P.D. No. 111C (Continued) 
Change 11 


Dated October 1, 1969 


Optional Equipment Sets 


Ls Model 35 Set (VSL334HF) at $3,067.95 net each - same as above set except this set has a 


typing reperforator with print suppress contact instead of a non-typing reperforator, 
(LP831DC/AUP, LPR809DRM and VCL398HF) 


2. Model 35 Set (VSL335HF) at $3,184,95 net each - same as Option A except this set is 
sprocket feed version without low paper contact but with horizontal-vertical tab and 
form feed-out for 5-1/2 and 11" forms. (LP832DC/AUR, LPR809DRM and VCL398HF) 


3. Model 35 Set (VSL333HF) at $2,915.95 net each - same as Option B except this set has a 
non-typing reperforator instead of a typing reperforator. (LP832DC/AUR, LRPE807, 
and VCL398HF) 


Note 1: Equipment represented herein requies a channel capable of handling 110.0 Bauds 
(Bits per second) for operation at 100 wpm, As an option for sprocket feed sets, 
order separately Part No. 192260HF, Paper Supply Box and Form Accumulating 
Shelf at $35.00 net each. 


If above sets are for use on Dataphone Service with ''Bell" Data Subset or its equiva- 
lent, we can furnish the necessary interface coupler under Part No, 312350 at $115.00 
net each. 


Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 
per minute actual operating time. 


P.D. No. 111C (Continued) 


Teletype Corporation 
P.D. No. 111D 
Change 11 

Dated October 1, 1969 


Price Each Set $ 2,765.05 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35 Heavy Duty Automatic-Send-Receive Page Printer Set 


(Private Line Version) with these features: 

Eight-level, 11.0 Unit code 

8-1/2" Width friction feed platen 

Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Non-Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord and (2) 500 MA selector 
magnet drivers 


Single contact tape reader for reading 
8-level, 1'' width fully perforated tape 
for on-line transmission to the 11.0 
unit start-stop code and includes tight 
tape and tape-out contacts 

115 V AC 50 cycle synchronous motor unit 

Generates "Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 


Vertical spacing 3 or 6 lines per inch 


Local and remote carriage return - line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 
Shift key (locks out keys without shift case) 
Keyboard lock on ''Blank- Blank" 


Timing contact in signal generator to im- 
prove quality of signal. 


Tape reader base, housing and motor 


Floor console cabinet for housing set com- 
ponents (includes margin indicator lamp, 
signal bell, punch lamp, copy lamps, chad 
container) and having smooth vinyl light 
olive gray finish 


P.D. No, 111D 


Teletype Corporation 
P.D. No, 111D (Continued) 
Change 11 


Dated October 1, 1969 


LP813TD/ATJ 

VC L401HF 
LAK821ATL/LRPE803 
LXD804 
LESU313 
LAAC300HF 
LMU38 
LCXB812HF 
163025 
307852 
192246 
164279 
198242HF 
199327HF 
195787 
181910HF 
198290 

280B 

280B 

295B 


1187B 


Components 


Typing Unit.... 


Assembled Sub-Components: .... 


Keyboard-Non-Typing Reperforator 


Tape Reader.... 


Electrical Service Assembly .... 


Floor Console Cabinet ....... 


Motor Unit .... 


Tape Reader Base and Motor... 


Set of Gears 100 wpm (LRPE) .. 


eeoeeee see oe © © 


Price Each Net 


Moors porelersrehee erededs cee s EOD 


ieeeoens  Syeeaais 
en) 
Kae 2 “2B5L00 


... 240,00 


ied cms Sol O0 


ssnee 92,00 


aie en ge ee, On 


Set of Gears 100 wpm (LP- LAK) eS 8.95 
Chad-Chgte Extengion..4..<065++0- 022 
WAC COUE as 6 a Ga Be WR. Fete bees 3,50 
Panel w/cable........000.% enn ecece ee 42000 
Panel w/Cable..c 5 .deacc ee Fe 4 ‘ 22.20 
Chad Chute Extension Retainer ..... 18 
Ha@eplate?: see au se Meas f wxcns seks 2.65 
Faceplate Mounting Hardware ..... a 1.45 
VOL F = Bulletin occ 6 eee He She TG 6 ows -- 
VOL 2 - Bulletin...... Some eee. a 
Bulletin ..... Saya, ep eretea ee eel ute gems oe -- 
BULLE tary ois esis An wee wise vasa ar wee Mens siete -- 


Assembly Charge 


eeeeee 121,00 


P.D. No. 111D (Continued) 


Teletype Corporation 
P.D. No. 111D (Continued) 
Change 11 

Dated October 1, 1969 


Optional Equipment Set 


1. Model 35 Set (Sprocket Feed) at $2,881.05 net each - same as above set except this set 
is sprocket feed version with horizontal-vertical tab and form feed-out for 5-1/2 and 
11" forms. (LP817TD/ATK and VCL401HF) 


Note 1: Equipment represented herein requires a channel capable of handling 110.0 Bauds 
(Bits per second) for operation at 100 wpm. As an option for sprocket feed sets, 
order separately Part No. 192260HF, Paper Supply Box and Form Accumulating 
Shelf at $35.00 net each, 


If above sets are for use on Dataphone Service with ''Bell'' Data Subset or its equiva- 
lent, we can furnish the necessary interface coupler under Part No. 312350 at $115.00 
net each. 


Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 
per minute actual operating time. 


P.D. No. 111D (Continued) 


Teletype Corporation 
P.D. No. 112 

Change 11 

Dated October 1, 1969 


Price Each Set $2,825.90 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35 
(Private Line Version) with these features: 


Eight-level, 11.0 Unit code 

8-1/2" Width sprocket feed Platen 

Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Non-Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord and (2) 500 MA Selector 
Magnet Drivers 


Single contact tape reader for reading 
8-level, 1" width fully perforated tape 
for on-line transmission of the 11.0 
unit start-stop code and includes tight 
tape and tape-out contacts. 

115 V AC 60 cycle synchronous motor unit 


Generates ''Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 line per inch 


Horizontal tabulation with contacts for 
transmitter distributor and motor hold 


Heavy Duty Automatic-Send-Receive Page Printer Set 


Vertical tabulation and form feed-out 
(5-1/2 and 11"' forms) with contacts for 
transmitter distributor and motor hold 


Local and remote carriage return-line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 


Shift key (locks out keys without shift 
case) 


Keyboard lock on ''"Blank-Blank" 


Timing contact in signal generator to 
improve quality of signal 


Tape reader base, housing and motor 


Floor console cabinet for housing set 
components (includes margin indicator 
lamps, signal bell, punch lamp, copy 
lamps, chad container) and having smooth 
vinyl light olive gray finish 


P.D. No. 112 


Teletype Corporation 
P.D. No. 112 (Continued) 


Change 11 


Dated October 1, 1969 


LP817TD/ATK 


VCL319HF 


LAK806ATL/LRPE803 


LXD804 
LESU313 


LAAC300HF 


LMU3 


LCXB806HF 


163025 
161295 
192246 
164279 
198242HF 
199327HF 
195787 
181910HF 
198290 

280B 

280B 

1187B 

295B 


Components 


Price Each Net 


Mp WN cere oto s Cees hee ae $ 887.00 
Assembled Sub-Components: ......... 1,938.90 
Keyboard-Non-Typing Reperforator ... 752.00 
Tape Reader ce eee be 235,00 
Electrical Service Assembly ........ 240.00 
Floor Console Cabinet ............ 351,00 
Motor Unit go. cus ae ee Mee a ee 50.00 
Tape Reader Base andMotor........ 109.00 
Set of Gears 100 wom (LRPE) ....... 5.20 
Set of Gears 100 wpm (LP-LAK)...... 4.80 


Chad ‘Ghute Pxtension , 5 i ..iass05 0 022 
Chad: Chute wc. ER De ee ewe ae ce §©6(8650 
PAnel W/CAIME . wo ats sc ESE SOc ER se 4ORT0 
PaNElW/CABIE 2 0c eeeue teil e wees wee 22520 


Chad Chute Extension Retainer ...... 18 

FACED IAL ss pe ciay sues eee ewes wees oper ae 2605 

Faceplate Mounting Hardware ....... 1,45 
V Ole T= "BUlle tim ss, as foe ios) Soaks we ep wae -- 
VOL. 2. - Bulletin’ . iv ieeuveavinvada -- 
Bulletin «4 &saic ce aeiarc eames ess -- 
BTS LIN 6 pac oisannee &,, 6, wo, sore oreo ove See BV Shoe -- 
Assembly Charge 121.00 


Note 1: The above equipment requires a channel capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. 
Box and Form Accumulating Shelf, Part No, 192260HF at $35.00 net each, 


As an option, order separately Paper Supply 


If the above set is for use on Dataphone Service with "'Bell'’ Data Subset or its 
equivalent, we can furnish the necessary interface coupler under Part No. 312350, 


at $115.00 net each. 


Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 
per minute actual operating time. 


P.D. No. 112 (Continued) 


Teletype Corporation 
P.D. No. 112A 
Change 11 


Dated October 1, 1969 


Price Each Set $ 3,083.90 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35 Heavy Duty Automatic-Send-Receive Page Printer Set 


(Private Line Version) with these features: 


Eight-level, 11.0 Unit code 

8-1/2" Width sprocket feed Platen 

Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord and (2) 500 MA Selector 
Magnet Drivers 


Single contact tape reader for reading 

8-level, 1'' width fully perforated 

tape for on-line transmission of the 

11.0 unit start-stop code and in- 

cludes tight tape and tape-out contacts. 
115 V AC 60 cycle synchronous motor unit 
Generates "Even" vertical parity 


Set of gears for 100 wom operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 line per inch 


Horizontal tabulation with contacts for 
transmitter distributor and motor hold 


Vertical tabulation and form feed-out 
(5-1/2 and 11" forms) with contacts for 
transmitter distributor and motor hold 


Local and remote carriage return-line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 


Shift key (locks out keys without shift 
case) 


Keyboard lock on '"Blank- Blank" 
Timing contact in signal generator to 
improve quality of signal 


Tape reader base, housing and motor 


Floor console cabinet for housing set 
components (includes margin indicator 
lamps, signal bell, punch lamp, copy 
lamps, chad container) and having smooth 
vinyl light olive gray finish 


P.D. No. 112A 


Teletype Corporation 
P.D. No. 112A (Continued) 


Change 11 
Dated October 1, 1969 


Components 
Price Each Net 
LP817TD/ATK PY PMC MONI. ec OS Ris Siw se A OA $ 887.00 
VCL339HF Assembled Sub-Components: ......... 2,196.90 
LAK806ATL/LPR805DRC Keyboard Typing Reperforator ..... 1,010.00 < 
LXD804 Tape Reader <gcidy aps: ss tars ey Ses oe Qe 235.00 
LESU313 Electrical Service Assembly ........ 240.00 
LAAC300HF Floor Console Cabinet ............ 351.00 
LMU3 Motor: Witt... cecsceeece te) oli bp Bies oeR weiss Bese 50.00 
LCXB806HF Tape Reader Base and Motor ....... 109.00 
163025 Set of Gears 100 wom (LRPE) ...... ‘. 5.20 
161295 Set of Gears 100 wom (LP-LAK) ..... 4.80 
192246 Chad Chute Extension ............ 22 
164279 Ghad Chute. skancsaveseaatddnvaances 3.50 
198242HF Panel w/cable .....--2.2002- swe 740300 
199327HF Panel w/cable ....-. Brad casa eon etal 22.20 
195787 Chad Chute Extension Retainer ...... 18 
181910HF PACE pIAtG ) 4. o5r wm wie wang Se & eS a es wes 2.65 
198290 Faceplate Mounting Hardware ....... 1.45 
280B VOL.1 - Bulletin «20% csswame va x sa -- 
280B VOL 2 - Bulletin ......... 6 Oe -- 
295B Bulle tant cy igo tove te: 401.00 ekPEaC Ge ree ea lyouuss antes ontetos -- 
1187B EAL S111 52 so tesisen esse) sos asiaan ee Se wore saren aa am Ra eek -- 
Assembly Charge 121.00 
Note 1: The above equipment requires a channel capable of handling 110.0 Bauds (Bits per 


second) for operation at 100 wpm. As an option, order separately Paper Supply Box 


and Form Accumulating Shelf, Part No. 192260HF at $35.00 net each. 


If the above set is for use on Dataphone Service with ''Bell"' Data Subset or its 
equivalent, we can furnish the necessary interface coupler under Part No. 312350, 


at $115.00 net each. 


Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 
per minute actual operating time. 


P.D. No. 112A (Continued) 


Teletype Corporation 
P.D. No. 112B 
Change 11 

Dated October 1, 1969 


Price Each Set $ 2,893.60 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35AS Heavy Duty Automatic-Send-Receive Page Printer Set 


(Private Line Version) with these features: 

Eight-level, 11.0 Unit code 

8-1/2" Width sprocket feed Platen 

Data communications type box and 4-row 
keytop arrangement (American Standard 
Code for Information Interchange) 


115 V DC 20 MA Signal input required 


Non-Typing Reperforator with 1 inch width, 
8-level fully perforated tape output 


Electrical service assembly with line 
shunt relay, auxiliary power supply, 
power cord, (2) 500 MA Selector Magnet 
Drivers and Signal Regenerator 


Single contact tape reader for reading 
8-level, 1" width fully perforated tape 
for on-line transmission of the 11.0 
unit start- stop code and includes tight 
tape and tape-out contacts. 

115 V AC 60 cycle synchronous motor unit 

Generates ''Even" vertical parity 


Set of gears for 100 wpm operation (110.0 
Bauds) 


Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 line per inch 


Horizontal tabulation with contacts for 
transmitter distributor and motor hold 


Vertical tabulation and form feed-out 
(5-1/2 and 11"' forms) with contacts for 
transmitter distributor and motor hold 


Local and remote carriage return-line 
feed 


Contacts for Bell and EOT 


Local reperforator backspace key and 
switch 


Character counter can be suppressed 


End-of-line indicator switch operated by 
character counter 


Control buttons (functions) 


Shift key (locks out keys without shift 
case) 


Keyboard lock on "Blank-Blank" 


Timing contact in signal generator to 
improve quality of signal 


Tape reader base, housing and motor 


floor console cabinet for housing set 
components (includes margin indicator 
lamps, signal bell, punch lamp, copy 
lamps, chad container) and having smooth 
vinyl light olive gray finish 


P.D. No, 112B 


Teletype Corporation 
P.D. No. 112B (Continued) 
Change 11 

Dated October 1, 1969 


Components 
Price Each Net 
LP817TD/ATK Typing Unit a.. oes 4 eet See $ 887,00 
VCL387HF Assembled Sub-Components: ......... 2,006.60 
LAK806ATL/LRPE803 Keyboard-Non-Typing Reperforator ... 752.00 
LXD804 Tape Reader .vsseessvsvevccecs 250000 
LESU338 Electrical Service Assembly ........ 280,00 
LAAC300HF Floor Console Cabinet ............ 351.00 
LMU3 Motor Unit ........ ese abated Charcot reeege 50.00 
LCXB806HF Tape Reader Base and Motor ....... 109.00 
163025 Set of Gears 100 wpm (LRPE) ....... 5.20 
161295 Set of Gears 100 wom (LP-LAK) ..... 4.80 
192246 Chad Chute Extension ......see0005 022 
164279 Chad GHUte 6 sbswee ee Pe odes or ee 3,00 
317361HF Pantl w/GGblG  vspesesthesaawy es 42,30 
199327HF Panel W/Gable ¢etevkvevuacesuyv vn 286 
195787 Chad Chute Extension Retainer ...... 18 
192138HF Relay Rack saweceestcaesencecany 2610 
181910HF Faceplate .s«ice eee es Ck MRE RRS 2.65 
198290 Faceplate Mounting Hardware ....... 1.45 
280B VOL.1.- Bulletin ses +0 seen caxau =% 
280B VOL 2 - Bulletin ........ She ew ahs -~ 
295B Bulletin ........ ee ee ee ee ee -- 
1187B Bulletin ........ fade Whe: Quer hw We Be eee -- 
Assembly Charge 121.00 


Note 1: The above equipment requires a channel capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 wpm. As an option, order separately Paper Supply Box 
and Form Accumulating Shelf, Part No. 192260HF at $35.00 net each. 


If the above set is for use on Dataphone Service with "Bell" Data Subset or its 
equivalent, we can furnish the necessary interface coupler under Part No, 312350, 
at $115.00 net each, 
Note 2: The above equipment has an estimated service life of 20,000 hours at 100 words 
per minute actual operating time. P.D. No. 112B (Continued) 


Teletype Corporation 
P.D. No. 115 

Change 11 

Dated October 1, 1969 


Price Each Set $4,500.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 35AW Heavy Duty Automatic-Send-Receive Page Printer Set 


(Integrated Data Processing) with these features: 


Page Printer 
Eight-level, 11.0 unit code 
8-1/2" width sprocket feed platen 


Data communications type box arrangement 
(ASCII Code) 


Receives serial signals (115 V DC 20 MA) 
Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 lines per inch 
Localand remote carriage return-line feed 


Local backspace (one character at a time) 


Contacts for Bell, reader ON and EOT 


Horizontal tabulation 


Vertical tabulation and form feed-out 
(5-1/2 and 11" forms) 
Recognition of line break signals 
1. Blinds keyboard 
2. Stops reader 
3. Lights ''Break'" lamp 


4. Turns off programming controls 


Distributor 


Serializes the parallel signals from the key- 
board for transmission or for use within 
the set by the serial receiving devices 


Dual Tape Readers 


Reads 8-level, fully perforated 1" tape 
and transmits parallel signals 


Tape-out switches 


One reader is a program tape reader and 
the other is a data tape reader 


Additional Set Features 


Tape reader base and motor for housing 
and operating the tape readers and the 
distributor 


Electrical service assembly with line shunt 
relay, (2) 500 MA Selector Magnet 
Drivers and interconnecting cables for 
set components 


115 V AC 60 cycle synchronous motor unit 
Gears for 100 wpm operation (110.0 Bauds) 


Three position switch for OFF, LOCAL and 
On-Line 


Locai cortroi panel allowing program con- 
trol, reader step, print suppress, data 
by-pass, reader start and stop and punch 
on and off 


Floor console cabinet for housing set com- 
ponents (includes margin indicator lamp, 
Signal bell, punch lamp, copy lamps, and 
chad container) and having smooth vinyl 
light olive gray finish 


P. D. No. 115 


Note 2: 


Teletype Corporation 
P.D. No. 115 (Continued) 
Change 11 

Dated October 1, 1969 


Tape Punch 
Eight-level, 11.0 unit code 


Fully perforated tape with printing between 
the feed holes 


Data communications typewheel arrange- 
ment (ASCII code) 


Receives serial signals (115 V DC 20 MA) 
No typing of control characters 
Last character visibility 


Magnet controlled tape backspace 


Keyboard 
Generates parallel signals for 8-level, 
unit code 


Data communications 4-row keytop ar- 
rangement (American Standard Code 
for Infor mation Interchange) 


Generates ''Even" vertical parity using 
eighth level 


Local and on-line control keys 


Components 
Price Each Net 
LP817TD/ATM APU CA UMM ode cceere ue ent aie te Mow ot etek owen $ 886.00 
VCL321HF Assembled Sub-Components: ........... 3,614.00 
LAK805ATH/LPR805DRC Keyboard-Typing Reperforator...... 1,024.00 
LESU 312 Electrical Service Assembly ... a 274.00 
LAAC300HF Floor Console Cabinet ........... 351.00 
(2) LX802 Tape Reader.......... Rohs ae 294.00 
LCXB808HF Tape Reader/Distributor Base 
and Motor......... Banani ee cota 167.00 
LD803 Distributor ....... sadanenal Sareea . 149.00 
LMU3 Motor Unit 2... wg. Bie. som skeen teens 50.00 
197089HF Panel! w/ CABO oe Ke A ek 93,70 
199327HF Panel wW/Caple oie oko 6 SRE Rei a Ss 22.20 
161295 Set of Gears - 100 aia ali LAK) 4.80 
192138HF Relay Rack Assembly . ee Eee 26.10 
192246 Chad Chute Extension...........6- 022 
164279 Ghai CHUTE? soe: ence sey -otar te ce ieaeceense’.@) Sees . 3.50 
195787 Chad Chute Extension Retainer ..... 18 
163025 Set of Gears - 100 wom (LPR) ...... 5.20 
198200HF Relay Panel Assembly ........-.. 730.00 
181910HF Faceplate ........2cce0- Sircecaties acs 2.65 
198290 Faceplate Mounting Hardware ...... 1.45 
287B VOLE! = Bulletins ese basen. anaes -- 
287B VOL 2 - Bulletin .......... yee eys -- 
1187B Bulletin ......... tes a ree -- 
295B Bulletin ..... Bde ie Te a 6 Se oe -~ 
Assembly Chamge 121.00 
Note 1: The above equipment requires a channel capable of handling 110.0 Bauds (Bits per 


second) for operation at 100 wpm. Asan option, order separately Paper Supply 
Box and Form Accumulating Shelf, Part No. 192260HF at $35.00 net each, 


If the above set is for use on Dataphone Service with "Bell" Data Subset or its 
equivalent, we can furnish the necessary interface coupler under Part No. 312350, 


at $115.00 net each. 


per minute actual operating time. 


The above equipment has an estimated service life of 20,000 hours at 100 words 


P.D. No. 115 (Continued) 


Teletype Corporation 


P.D. No, 116 
Change 11 


Dated October 1, 1969 


Price Each Set $ 588.15 Net 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Transmitter Distributor Set with these features: 


Reads 5-level 11/16" width chadless or Universal clutch magnet - AC or DC 
fully perforated paper tape 


7.42 Unit code sequential output 
Simultaneous wire output 


End-of-tape and tight tape stop switches 


Motor on/off switch 


Tape control switch - release, stop and run 


positions 


110 V 50/60 cycle series governed motor 
with gearing for 60, 67, 75 or 100 words- 
per-minute operation (45.5, 50.0, 56.9 and 
74.2 Bauds) 


Double plate base with vibration mounts 


Customer provides signal and power line 
leads 


Spark protection network for transmitting 


contacts 


LXD9 
LXDB5 
LXDC200GA 
LMU41 

* 156658 

* 161358 

* 156728 

* 156659 
104986 
235B 


295B 
1161B 


Cover - gray green textured vinyl finish 


Gonmpnental 
Price Each Net_ 
Transmitter Distributor «2.2.2 640% 448 ewe wee es $ 270,00 
Base ica £22 SSS ERA OGRAOD ASM HOO ERE OS Re Se 83.00 
GOVER” a aia eid ar cia hetee m Ste awe Ra Dea DOL eE 22.00 
Motor Unit. . icc ss cata w et ee eee eS eRe HOHE EO 175.00 
Gear’ Sey 60: wpm von nkeacangacse Se ead eww tvie mc 5.60 
Gear Set. G74wpmyt « 44d dave on See @ Ge Eat oe ele BOK Gots 9,55 
Gear Set 75 wpm as ccc can eee Rew pk Caen Me SE ES 5.60 
Gear Set WOO"wpMt es casee eh boo WHO EME Ee be 5.60 
Spéed Indicator <a *s) cess ee ea w hepa sé Hee ea 11,80 
Bulletin a a ore sd om Se ek ws Ble Ww el OB le Le wiles WO SE re ~~ 
Bulletin ..... w Gia erie ig: BG) wt DIES Sw Hie ae wig eel awe -- 
Bulletin ........ Sipe ey euis) Wek ene Lae alte ce acre nea -- 


*Each set of gears not required will result in a reduction in the above net price. 


P.D. No. 116 


Teletype Corporation 
P,D, No. 117 

Change 11 

Dated October 1, 1969 


Price EachSet $ 298.15 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Model 28 Multi-Wire Distributor Set with the following 
general features: 


Accepts eight-level parallel wire input and Gear set for 100 wpm operation (110.0 
converts to 11.0 unit code sequential Bauds) 
output 

115 V AC 60 cycle synchronous motor unit Auxiliary timing contacts (break before 
(miniaturized) make) 


Base with cover finished in gray-green 


textured vinyl color and including motor Mating connectors to mate with connectors 
on/off switch and power on indicator light furnished with set 
Components 


Price Each Net 


LD802 DiStHBUtOK ek Soe oie BORG a ww a OE ee Ra OES $ 143.00 
LRSB201GA BaSe. with iCOvers so ee es @ aap ew ls Ew ed ee ow eres 82,00 
LMU31 Motor Unit, Aes a, ee Ow Bod Rare Sie Ww eed HORS GOs 58,00 
156659 Gearas eta(lOO wpm) «a<oan » a0 ee AE wm ee wae Oe 5.60 
161525 14—Point:COnnectOr she en Lee ee Hee ew wae ES 2,20 
114466 AC Twist Lock Connector ........... 2.0000 e sees 1.35 
Assembly Charge | scck's6 kad Gee wee eee ee He Re 6.00 

234B BUTE UH ax. <. ceasccee se oa ey Get ore Wee Vero mp wei Coss Gee we Se ee ~~ 
295B PCy: Ves oe eee ae Ah See Ow eee ee oo 
1159B Bulletins oe a iiese a ar k's 2g REDS S YDS Oh OR ARE EAE = 


P.D. No. 117 


Teletype Corporation 
P.D. No, 118 
Change 11 


Price Each Set $ 414.90 Net 


Dated October 1, 1965 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Model 28 Receiving Selector Set with the following general 
features: 


Accepts 11.0 unit code sequential input and Gear set for 100 wpm operation (110.0 
converts to eight-level parallel wire Bauds) 
output 

115 V AC 60 cycle synchronous motor unit Auxiliary timing contacts (break before 
(miniaturized) make) 


Base with cover finished in gray-green 
textured vinyl color and including motor Mating connectors to mate with connectors 
on/off switch and power on indicator light furnished with set 


Components 


Price Each Net 


LRS800 SCTECTOR so hx glia ince etna a eee Ne eh ae ev pes tc OA a Rs $ 259.00 
LRSB201GA Basefwith Cover .....<c2e¥es is weg 6 46 em eS 6 4 oO 82.00 
LMU31 INIOEO Te Wind 2. faye so Ga reisel apa oars te othe aren aa ki ae aenat ete gs 58.00 
156659 Gear Seti(O0iwpm)s.). vies & och hw Se eS Oe wR Be eine 5.60 
161239 $6=Point. Connector .iacnans cee e aod se KOM RAT Ew 2.99 
114466 AC Twist Lock Connector ......... 0... ee eee eee 1,35 

Assembly Changes wi ww eed 6s OW Wee Oe ee dale es 6.00 
276B Bulletin. ¢ 2:00 436 gis WEN RAW G REE eRe RRS TEE == 
295B Bulletin. ocgocee eee adits nuns Pewee ened sew ees ; oa 
1185B BUCCI seestiyees os iS tes erence a ons etae ae Band se Hoes oh lees -- 


P.D. No. 118 


Teletype Corporation 
P.D. No, 119 

Change 11 

Dated October 1, 1969 


Price Each Set $ 6,031.40 Net 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Receiver Group with these general features: 


Typing Reperforator 
Five-Level, 7.42 unit code 


11/16" width fully perforated tape output 
with printing between the feed-holes 


Communications type wheel arrangement - 
BWA 


Chad disposal chute 
Standard Model 28 selector mechanism 


Remote control noninterfering ''Letters" 
tape feed-out 


Multiple Typing Reperforator Base 


Provides mounting facilities for three typ- 
ing reperforators, three chad containers 
and a synchronous motor unit 


Finished in charcoal gray smooth paint 


Motor Unit 


115 V AC 60 cycle synchronous (drives 
three typing reperforators) 


Cabinet 


Provides mounting facilities for two mul- 
tiple typing reperforator sets and the 
electrical control facilities to operate 
the sets 


Additional features are: 
A. Six typing reperforators with fully 
perforated tape output 
B. Six reperforator monitor jacks 
C. Pull-out drawers with plexiglass 
windows for viewing reperforator 
operation 
D. Two multigang reperforator bases 
with power factor correctors and 
six tape supply reels 
. Receiver tape holdersfor six channels 
5.5 V AC transformer 
. Two tape storage bins 
. Six message log holders 
Two 500 MA 120 V DC rectifiers 
. Typing reperforators are automatically 
removed from the signal circuit when 
an open line condition exists 
K. Six selector magnet switches for plac- 
ing typing reperforators on local 
marking circuit 
. Six selector magnet drivers with open 
line detectors 
M. Control or Alarm: 
1. Six amber remote control lamps 
2. One red low tape lamp 
3. Channel identification cards 
4. Six manual letters feed-out 
switches - letters noninterfering 
tape feed-out 
5. Provision for AC power failure 
alarm 
6. Provision for remote indication 
of low tape 
. 115 V AC power receptacle 
. Tape feed-out button 
. Spare reperforator jack (to provide 
quick method of inserting a spare 
reperforator into the signal line) 
10. Base on-off power switch 
11. Main on-off power switch 
N. Finished in light gray smooth paint 


et iO hd te 


Et 


oo --~ 


P. D. No. 119 


Teletype Corporation 


P.D, No. 119 (Continued) 


Change 11 


Dated October 1, 1969 


End Panels 


Includes left and right side panels for in- 
dividual cabinet standing alone. Note 
that if a number of cabinets are mounted 
Side by side, end panels are necessary 
only on the outside cabinets 


Finished in light gray smooth paint 


LBAC243BR 
(6) LPR35BWA 
(2) LMRB204BZ 
(2) LMU12 
(2) * 161530 
(2)* 161533 
(2) * 161536 
161999BR 
275B 
295B 


1180B 


Components 
Price Each Net 
Cabmet ... bid beens Rea ee eee ew aha $ 1,870.00 
Typing: Reperforator . 2c. eee ee ee es 554.00 
Multiple: Baise: s.05..0 73 eee co 0 ote, oe ain arte Con espe aries 297.00 
ILO EO Te UTA esp ok sei epan ose ave a aos ace Pos cole wa) ars 53.00 
Set of Gears - 60 wpm (45.5 Bauds)............ 7,90 
Set of Gears - 75 wpm (56.9 Bauds)............ 7.90 
Set of Gears - 100 wpm (74.2 Bauds)........... 7.90 
Set of End¥Panels is oe snd ek eee 8 ae er ah we ee 90.00 
Bulletin: =-Vols IMandsah ys sec cts oe ee es Be ws -- 
Bulle tiny ay acini Gea nl es nee ally Sivan cat Star -- 
Bulletin caw eee ke SRG S RE RA DR eS EM wee mie 


* Each set of gears not required will result in a reduction in the above net price. 


P. D. No. 119 (Continued) 


Teletype Corporation 
P.D. No. 120 
Change 11 


Dated October 1, 1969 


Price Each Set $ 6,201.40 Net 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Monitor Group with these general features: 


Typing Reperforator 


Five-level, 7.42 unit code 


11/16" Width fully perforated tape output 
with printing between the feed holes 


Communications type wheel arrangement 
BWA 


Chad disposal chute 


Standard Model 28 selector mechanism 


Multiple Typing Reperforator Base 


Provides mounting facilities for three 
typing reperforators, three chad con- 
tainers and a synchronous motor unit 


Finished in charcoal gray smooth paint 


Multiple Tape Winder Set 


Three reel risn driven tape winder 
including a contact arrangement to 
provide a fuil reel alarm 


Capacity of 2000 feet of tape per reel and 
adaptable for tape widths of 11/16, 7/8 
and 1 inch 


Tape reeling arm to control winding 
operation - may be latched in position 
to disable winding of tape 


Motor Unit 


115 V AC 60 cycle synchronous (drives 
three typing reperforators) 


Cabinet 


Provides mounting facilities for two 
multiple tape winder sets, two multiple 
typing reperforator sets (six reperfor- 
ators) and electrical control facilities 


Additional features are: 


A. Six typing reperforators with fully 
perforated tape output 


B. One signal line battery receptacle 
C. Six signal line rerun jacks 

D. One AC convenience receptacle 

E 


Six tape winding reels (two three- 
gang winders) 


F. AC power on-off switch 


G. Two multigang reperforator bases 
with power factor correctors and 
six supply reels 


H. Two 500 MA 120 V DC rectifiers 
I. One 5.5 AC transformer 


J. Capable of polar or neutral channel 
operation 


K. Facilities for unwinding tape reels 


L. Typing reperforators are automatic- 
ally removed from the signal circuit 
when an open line condition exists 


M. Six selector magnet switches for 
placing typing reperforators on 
local marking circuit 


N. Six selector magnet drivers with 
open line detectors 


P. D. No. 120 


Teletype Corporation 
P.D. No, 120 (Continued) 
Change 11 

Dated October 1, 1969 


O. Control or alarm: 


1. 


OO »P& © 0 


7. Number - No number switches oncthetoutstde sasiwcts 
8. Tape winder switch 
9. Base on-off power switch 
rd en Sh eta oxic Finished in light gray smooth paint 
Components 
Price Each Net 
LBAC242BR Cabinet «ead tee k eet Ke ead sek eee ba eee eon $ 1,908.00 
(6) LPR37BWA Typing ReperforatOrs.,. 6 cae cee tg eh a es 469.00 
(2) LMRB204BZ WGI Hite horieecin ag oe dO eae ee 297,00 
(2) LMU12 Motori Unit Cicer ea cn Ce age Bf 53.00 
(2) TW15 Tape SWinder shoe eee Bien OB ene hos gee a es eu taeee 321,00 
(2)* 161530 Set of Gears 60 WPM (45.5 Bauds) ............. 7.90 
(2)* 161533 Set of Gears 75 WPM (56.9 Bauds) .............- 7,90 
(2)* 161536 Set of Gears 100 WPM (74.2 Bauds)............. 7,90 
161999BR tS (ELIE) tal 06 We) 221 00-1 kn a nn 90,00 
275B Bulletin - Vol. land2..............-22 02 eeu -- 
295B BUTTOtM i558. teed. aire veligy sw toisleenwwtas is) oo) Sets, she evan mh es ots ei 
1180B Bulletin: .. os casiw as 


Six amber remote line seizure 
lamp 


. One red low tape alarm 

. One red winder full alarm 

. Channel identification cards 

. Provision for AC power alarm 


circuitry 


. Provision for remote indication 


of low tape and winder full 


P. Finished in light gray smooth paint 


End Panels 


Includes left and right side panels for in- 
dividual cabinet standing alone. Note that 

if a number of cabinets are mounted side 
by side, end panels are necessary only 


*Each set of gears not required will result in a reduction in the above net price. 


P. D. No. 120 (Continued) 


Teletype Corporation 


P.D, No, 121 Price Each Set $ 793.00 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 


Description 


= Teletype Corporation Model 28 Nontyping Tape Perforator Set with these general 
features: 


Fully perforates 5-levels of intelligence Manual tape feed-out 
11/16" tape width 
Power backspace mechanism 
Standard communications three-row 


keytop arrangement Repeat key 
In-line feed hole End-of-line indicator 
115 V AC 60 cycle synchronous motor Character counter 
unit 
Copyholder 


aa 150 WPM keyboard capability 
Cover furnished in light olive gray 
Vacuum type chad disposal facilities smooth vinyl 


Tape container 


Components 
Price Each Net. 
LKPESOOBSF Keyboard Nontyping Tape Perforator with Motor ,, . $620.00 
LKPC202HF COVER cca BEAK aw HEIR YD ee we oO ee Re 173,00 


_ 283B 18X02) lq Oe ene eRe Gem eS PA ney, ea mane ea eo See aie -- 


P. D. No. 121 


Teletype Corporation 
P.D. No. 121A 


Change 11 
Dated October 1, 1969 


Price Each Set $ 1,000.00 Net 


Equipment Features and Components 
Description 


Teletype Corporation Model 28 Typing Tape Perforator Set (VSL520) with these general 
features: 


Fully perforates 5-levels of intelligence Manual tape feed-out 

11/16" tape width with printing between 

the feed holes Power backspace mechanism 
Standard communications three-row Repeat key 


keytop arrangement 
idling Ford Rate End-of~-line indicator 


115 V AC 60 cycle synchronous motor unit Character counter 
100 WPM keyboard capability Copyholder 


Vacuum type chad disposal facilities 
Cover furnished in light olive gray 


Tape container smooth vinyl 
Components 
Price Each Net 
VCL518 Keyboard Typing Tape Perforator with Motor...... $ 827.00 
LKPC202HF COVER: se fre Blea Sok bee este Sheps eee ane PS eee Be 173.00 
283B Bulletins. iis cag ag tee ees) alte areas goplel a: Oke Grp ow teers “= 


Optional Equipment Set 
1, Teletype Corporation Model 28 Typing Tape $1,125.00 
Perforator Set (VSL521) same as above set 


except has 115 V AC 50/60 cycle series 
governed motor unit. 


Components 


VCL519 Keyboard Typing Tape Perforator with Motor...... $952.00 
LKPC202HF COVER Sis Seth BSe oy a ee ee ae ee 173,00 


P.D. No. 121A 


Teletype Corporation 
P.D. No, 122 


Change 11 
Dated October 1, 1969 


Price Each Set $ 839.00 Net 


Description 


Teletype Corporation Model 35 Nontyping Tape Perforator Set with these general 


features: 


Fully perforates 8-levels of intelligence 
on 1" tape width 


Data communications 4-row keytop 
arrangement (American Standard Code 
for Information Interchange) 


In-line feed hole 


115 V AC 60 cycle synchronous motor 
unit 


150 WPM keyboard capability 
Vacuum type chad dispogal facilities 


Tape container 


Manual tape feed-out 

Power backspace mechanism 
Repeat key 

Character counter 
End-of-line indicator 
Copyholder 


Cover furnished in light olive gray 
smooth vinyl 


Components 
Price Each Net 
LKPE800ATD Keyboard Nontyping Tape Perforator with Motor... $666.00 
LKPC202HF COMETS cows ty rears sce Rs Dae ad ae i cael So Se ee 173,00 
283B Bai yx ev ces sve epic’ bole eam eT os AB ok el oh eae -- 


P. D. No. 122 


Teletype Corporation 


P.D, No, 1224 Price Each Set $1,074.00 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Model 35 Typing Tape Perforator Set with these general features: 


Fully perforates 8-levels of intelligence Tape container 
on 1" tape width with printing between 
the feed holes Manual tape feed-out 
Data communications 4-row keytop ar- Power backspace mechanism 
rangement (American Standard Code for 
Information Interchange) Repeat key 
In-line feed hole Character counter 
115 V AC 60 cycle synchronous motor End-of-line indicator 
unit 
Copyholder 


100 WPM keyboard capability 
Cover furnished in light olive gray smooth 


Vacuum type chad disposal facilities vinyl 
Components 
Price Each Net 
LKTP800ATD Keyboard Typing Tape Perforator with Motor...... $ 901.00 
LKPC 202HF COMET A apa) cwse's gare Sk Ge Se 0! eRe piod se ona tae ieee) ey 3 173.00 
283B Bulletin 456s sans Sav Fee dns Caw Owe wR eS = 


Optional Equipment Set 
1. Same as above but generates even vertical parity ......ceeccseee $1,115.00 


LKTP801ATD Keyboard Typing Tape Perforator with Motor...... 942.00 
LKPC 202HF GOW OIF oye ois 530 iets: 3 Spore oe Be sie: Cave en's ap ots OG ete Sw 173.00 


2. Same as Optional Equipment Set No. 1, but with USASCII........... $1,115.00 


LKTP802AVJI Keyboard Typing Tape Perforator with Motor...... 942.00 
LKPC202HF COVES pics gure a0 Cotes eae eg be Bl Seder Ry eee 173.00 


P. D. No. 122A 


Teletype Corporation 
P,D. No, 123 Price Each Set $1,115.00 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Send-Receive Tape Printer Set with these 
general features: 


Five-level, 7.42 unit code Character counter 
Standard communications typewheel and Keyboard lock and unlock mechanism 
keytop arrangement with printing in 
center of 3/8'' tape width Electrical signal line and repeat space 
keys 


Manual letters tape feed-out 
Tape container 
115 V AC 60 cycle synchronous motor 
unit Copyholder 


Gearshift for 60, 75 and 100 wpm Cover - gray green textured vinyl finish 
operation (45.5, 56.9 and 74. 2 Bauds) 


End-of-line indicator 


Components 
Price Each Net_ 
LTPIARA Tape PEINteW,. 5c se ake aes e ea cide as ae $ 437,00 
LTPK1ARK ING VD OAM. 8 isin Goes acenin, Hee ek tore: IR OO ws BO eld 440.00 
LMU3 Motor Unite: 3.0 @ % ot ek Pia dee 6k Rl ee ee Ore 2S 50.00 
LSRC201GA WOMEN: doe aie G5 WEG Ww SOE Soh WB “Erie Gt ab igh male LR bese) ws sete 188,00 
246B Bulletinw: gas. oe eat wee bane CERO walt SoD eA ee =a 
247B Bulletin ..¢26 6 564 Oe RE RAD CREPE GRE SESE ST -- 
295B BG WG G 5 ites vestel oh a Soo. a oe pe kag cas eda ah ah tage Bee ae 
1167B te Gime esl ho et eRe ae oe yard ss a 


P. D. No. 123 


Teletype Corporation 
P.D, No, 124 

Change 11 

Dated October 1, 1969 


Price Each Set $ 544.35 Net 


Description 


Teletype Corporation Unassembled Model 28 Receive-Only Nontyping Reperforator Set with 
these general features: 


Six-level, 8.5 unit code Miniaturized 115 V AC synchronous motor 
unit 
7/8" width fully perforated tape output 
Gear sets for 45.5 and 56.9 Baud 
Advanced feed hole operation 


Base with tape container, tape-out Cover - gray green textured vinyl finish 
switch, power on-off switch, low tape 
light, vibration mounts, furnished in 
gray-green wrinkle 


Components 
Price Each Net 
LRPE603 Nontyping Reperforator...........02.220000- $ 293.00 
LRB200GA BASCOM eis 2s tapi Fag Poe. Lea Gel at Sag Bev fo atin 94.00 
LMU 20 Motor Witt. coos 20s ce ee es ee Re eS Bele we SS o 60.00 
LRC204GA COMER cava ie as BDO Se BARS Os ee Se eR 79.00 
*193620 Gear ‘Set. 455.5 Bauds.s4 e844 ¢ eed so eee wes 10.50 
*193621 Géar Setio679 Baud). weuwasad & eG os os Se ae 7.85 
255B Bulletin: ccc tin ose ee FS Oe EP a ew Sah -- 
256B BU LSGHIY wic.c ch ee eg ao nee wes cots OMe be gy -- 
295B PSUS ETI we ete Pigg ove cee eta kyl Sutin de ks eG Lene eg -- 
1172B Builh@Grine sgt Seis. dx ob ex Bi proc ws Sees Ss er er hey ae ah ence ae 


*Each gear set not required will result in a reduction in the above net price. 


P. D. No. 124 


Teletype Corporation 
P.D. No, 125 


Change 11 


Price Each Set $ 385.00 Net 


Dated October 1, 1969 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Transmitter Distributor Set with these general 


features: 

Reads 6-level 7/8" width chadless or 100 MA operation AC/DC - universal clutch 
fully perforated paper tape magnets 

8.5 unit code sequential output Miniaturized 115 V AC 60 cycle synchronous 


motor unit 


End of tape and tight tape stop switches 


Advanced feed hole 


Motor on/off switch 


Gear sets for 45.5 and 56.9 Baud operation 
Rub-out deletion mechanism 


Double plate base with vibration mounts 


Tape control switch-release, stop and 


run positions 


Cover - gray green textured vinyl finish 


Single contact box with spark suppression 


LXD600 
LXDB8 
LMU19 
LXDC202GA 
*193665 
*193622 
235B 

295B 

1161B 


Components 
Price Each Net 
Transmitter Distributor ...... 6.80062 ect eee $ 222.00 
BAS oe. outa Pav Brie cone oe hake MK, GMAW ee oe telar ete Oe 67.00 
MotoreUnitt 20% meg 5 ww ee Se ee See ee Sn ee ee 55.00 
GOV: Giese re re een Ee aed chan Go Aad es Sd 29.00 
Gear Set 45eo (BAG, os: ape arlene brie ee autegte oh Sees ae wes 5.05 
Gean Set 56.9 Bade 6... 6.8 oe ck bee on ee ee 6.45 


UEC Seok eet es eters bet ete ed emo e hoe eee etiedat cae» Sn eat g -- 
BBVILTO CUA <o2egiees ser .ahioi vac ros. oncauie ies. eisef due vecrergewemigg Sie s@e 60 oe kor once -- 
Bulletin .uiw cee ea Ge aw wee RIDER Rw Ee ED -- 


*Each set of gears not required will result in a reduction in the above net price. 


P. D. No. 125 


Teletype Corporation 
P.D. No, 126 
Change 11 


Dated October 1, 1969 


Price Each Set $405.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 32TL Standard Duty Send-Receive Page Printer Set 


(Basic Set) with these features: 


Five level code, 7.50 unit basis (1.0 unit 
start and 1.5 unit stop pulse) 


8-1/2" Friction feed platen capable of 
handling one or two ply paper 
(Maximum roll diameter 5"'') 


Communications typewheel arrangement 
with associated three row keyboard 


115 V AC 60 cycle synchronous motor 
unit with gears for 60 wpm, 45.5 Bauds 
(66 and 100 wpm gears available) 


Adjusted for 72 character line 


Horizontal spacing 10 characters per 
inch 


Vertical spacing 6 lines per inch 
Signal bell on upper case "'S"' 
Selector magnet driver can accept . 020 


or .060 amperes with proper wiring 
(Strapping) 


Note: 


Two-tone cover: Ivory and greige 
Standard Teletype nameplate 


Automatic carriage return and line feed 


General Information _ 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to 
Model 28 Heavy- Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


One copy each of Bulletins 309B Vol, 1, 
309B Vol. 2, and 1210B furnished with 
each set 


Dimensions 

Width 18-5/8" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 40 lbs. 


A. For applications requiring a broader range of features, the Teletype 
Model 28 line of equipment is recommended 


B. Set does not include: 
Ribbon 
Answer-back mechanism 
On-off local switch 


Rectifier for local operation 


Copyholder 
Stand 


Wiring provisions for operation on full duplex 


Convenience outlet 


P. D. No. 126 


Teletype Corporation 
P.D, No. 127 

Change 11 

Dated October 1, 1969 


Price Each Set $485.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TD Standard Duty Send-Receive Page Printer Set 


(Basic Set) with these features: 


Eight-level code, 11.0 unit basis (1.0 
unit start and 2.0 unit stop pulse) 


8-1/2" Friction feed platen capable of 
handling one or two ply paper 
(Maximum roll diameter 5") 

Data communications typewheel arrange- 
ment with associated four- row keyboard 
layout (American Standard Code for 
Information Interchange) 

115 V AC 60 cycle synchronous motor 
unit with gears for 100 wpm (110.0 
Bauds) 

Adjusted for 72 character line 


Horizontal spacing 10 characters per 
inch 


Vertical spacing 3 or 6 lines per inch 


Selector magnet driver wired for .060 
amperes 


Two-tone cover: Ivory and greige 


Standard Teletype nameplate 


Function box ''on-line"' operation of 
line feed, carriage return and bell 


Control key (functions) 


Shift key (locks out keys without shift 
case) 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to 
Model 35 Heavy Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled 


One copy each of Bulletins 310B Vol. 1, 
310B Vol. 2, and 1184B furnished with 
each set 


Dimensions 

Width 18-5/8"' 
Depth 18-1/2" 
Height 8-3/8" 
Weight 40 lbs. 


P. D. No. 127 


Teletype Corporation 
P.D. No. 127 (Continued) 
Change 11 


Dated October 1, 1969 


Note: 


A. For applications requiring a broader range of features, the Teletype 
Model 35 line of equipment is recommended 


B. The above equipment requires a channel capable of handling 110.0 
Bauds (Bits per second) for operation at 100 wpm. If for use on 
Dataphone Service with ''Bell"’ Data Subset or its equivalent, we can 
furnish the necessary interface coupler under Part No. 198420, at 
$89.90 net each plus Part No, 186145 Cord with Connector at $6.45 
net each. 


C, Set does not include: 
Ribbon 
Answer-back mechanism 
On-off local switch 
Rectifier for local operation 
Copyholder 
Stand 
Wiring provisions for operation on full duplex 
Convenience outlet ei 


P. D. No. 127 (Continued) 


Teletype Corporation 
P.D. No, 128 

Change 11 

Dated October 1, 1969 


Price Each Set $1,032.30 Net 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 35AY Receive-Only Typing Reperforator Set 


(Private Line Version) with these features: 


Eight-level, 11.0 unit code 


1" width fully perforated tape with printing 
between the feed holes 


Two-color ribbon 


Data Interchange Code typewheel arrange- 
ment (ASCII Code) 


110V AC 60 cycle synchronous motor unit 
with gears for 100 wpm (110.0 Bauds) 


Print suppression 


Double plate base with vibration mounts, 
tape container, and chad chute 


Table with chad chute extension; chad box 
with handle, chad full indicator, 
apparatus rack mounting panel and door 
with magnetic latch 


Electrical service unit for interconnecting 
set components and including selector 
magnet driver and signal bell assembly. 


Table and cover finished in light olive 
gray smooth vinyl 


Components 


LPR803DRC Typing Reperforator.... 
LRB302 Baserig fc aie a 8 eet 
LRC3800HF COMER BaP is ek Aelia 
LMU3 Motor Unit .......... 
LESU311 Electrical Service Unit 
161656 Set of Gears 100 wpm... 
LT302HF TADIe. 2.4 em RE 
282B Bulletin «:68e ens eeu» 
295B BG TTOEIN se. ar ice ob forte Sey Ses 18 
1188B Bulletin 4424 meas 


"© © © © © © © eo ee ee eww ee 


Price Each Net 


$ 559,00 


are Care he ear are aoe 75,00 
Ce d oS Pak Beas Ea ee 108,00 
ever eS pe eee ee ee 50.00 


Sr eat aCe a ere are 110,00 


2 


ey 


Note: If the above set is for use on Dataphone Service with ''Bell'' Data Subset or its 
equivalent, we can furnish the necessary interface coupler under Part No. 


312350, at $115.00 net each, 


P. D. No. 128 


Teletype Corporation 
P.D. No, 128A 
Change 11 

Dated October 1, 1969 


Price Each Set $1,045.30 Net 


Equipment Features and Components 
Description 


Teletype Corporation Unassembled Model 35 Receive-Only Typing Reperforator Set - 
VSL336HF - (Private Line Version) with these features: 


Eight-level, 11.0 unit code Manual interfering letters tape feed-out 

1" width fully perforated tape with printing Double plate base with vibration mounts, 

between the feed holes tape container, chad chute and low tape 
alarm 


Two-color ribbon 
Table with chad chute extension; chad box 


Data Communications typewheel arrange- with handle, chad full indicator, 
ment (Proposed Revised 1967, U.S.A. apparatus rack mounting panel and door 
Standard Code for Information Inter- with magnetic latch 
change) 


110 V AC 60 cycle synchronous motor unit Electrical service unit for interconnecting 


with gears for 100 wpm (110.0 Bauds) set components and including selector 
magnet driver and signal bell assembly 


Print suppression 
Table and cover finished in light olive 


Contacts for "Bell" and "EOT" gray smooth vinyl 
Components 
Price Each Net 

LPR812DRM Typing ReperfOratOr 0: ok ea hae eee we Re ee $ 560.00 
LRB305 BASE al s2 eaters Se hoe aaa be Wage oe wk Sse 75.00 
LRC300HF COVERY a. hb.g Hie te ie takes toed a bei GLA BABLS Zoek) BLU Pee io 108,00 
LMU3 Motor Unit: = cco ween a we ee ee ee a Pes 50,00 
LESU311 Electrical.Service: Unit to. .c22ae8 2 dew! P a GO 110.00 
161656 Setvof Gears 100 wpme. 2.a.as tee ae the hae gras 6.30 
LT302HF MNO cocci oes eee ax catratuc ata etc re Sty Rig Bb. urs at ose ences asc eo 124,00 
321934 Mounting: Parts * ga s6e¢ wee eke Se ee ww ew a 12,00 
282B Bulletin. ..¢ ewww ss Se eS LER RRR EW CHR RE ES --- 
295B LSTA bas og ey ak a a ee ieee Be AOE Ss ee Sos --- 
1188B BG UU fe tire ecicas i aay tea Ow, eds ect a --- 


Note: If the above set is for use on Dataphone Service with "'Bell'' Data Subset or its equiv- 
alent, we can furnish the necessary interface coupler under Part No. 312350, at $115.00 
net each. 


P.D. No. 128A 


Teletype Corporation 
P.D. No, 129 

Change 11 

Dated October 1, 1969 


Price Each Net $ 173,00 


Equipment Features and Components 


Description 
Teletype Corporation Model 33 Self-Contained Keyboard with these general features: 
Eight-level, 11.0 unit code Repeat key 
Parallel output 


Power switch 


Four-row keytop arrangement oe ae 
(American Standard Code for Operating speed: 100 wpm 


Information Interchange - ASCII Code) (110.0 Bauds) 

Reset mechanism - to allow automatic Cover equipped with copyholder and 
depression of the next key by an furnished in light olive gray smooth 
external electrical source vinyl 

Components 
Price Each Net 

WKS OLE ADRIB: IRE ybOa rela) se gate sack oe awes sate SEs PaaS ea $ 173.00 

289B Bulletin «nee trewee vi tee wadivc ines yne tea we -- 

1184B Bulletin -- 


P.D. No. 129 


